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REFERENCE ASSEMBLY

802016HT ETC.

16" INSIDE DEPTH
HEAVY TRAFFIC
CHANNEL

FIBERCRETE®

TRENCH
SYSTEM

TBH 22.5 - TRANSITIONAL

BULK HEAD 22.5" LG (2X)

/8020] 6DRT

802016 ETC.
16" INSIDE DEPTH
PEDESTRIAN CHANNEL

- 48" >

NOTCHED FOR

CABLE CLIPS 5

USE VULKEM POLYURETHANE
SEALANT TO ATTACH & SEAL

THE BULK HEADS TO THE
CHANNEL WHEN ASSEM
THE TRENCH SYSTEM.

FIBER & STEEL
REINFORCED
CONCRETE

ROAD
BLING

221/4"
PEDESTRIAN RATED - 200 LB. PER SQ. FOOT
DESCRIPTION:
bRAWNBY: ROBIN FLINT ) CONCAS TRANSITION CHANNEL
pATE: 12/19/2011 REVISION LEVEL: O N H ' DlM::j%%EE?g{t‘;HES EMAL: INFOGCONCASTING GOM SHEET 1 OF 1
M4 ONE: (50 32-409
WEIGHT: MATERIAL: 1010 I\;’OORTE(%(Aé%DRIVE ANGULAR: ¢ 2° 500 ¥4 4008
. PART NUMBER:
149 LBS. FIBERCRETE ZUMBROTA, MN 55992-0069 8020146DRT
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